


The Wind Tunnel team

The wind tunnel team will take any technical 
challenge. With creativity and �exibility we do 
everything to perform customer requirements  
and to beat your expectations!

Modine Europe GmbH
Arthur-B.-Modine-Straße 
D-70794 Filderstadt-Bonlanden 
Phone:	 +49 (0)711/70 94-26 88 
Fax:	 +49 (0)711/70 94-26 31
www.klimawindkanal.com     
info@klimawindkanal.com  

Your contact persons:

Michael Ehlers

Supervisor Wind Tunnel 
m.ehlers@eu.modine.com
Phone extension: -24 88

Rainer Marquardt

Technician Master Mechanic
r.marquardt@eu.modine.com
Phone extension: -23 58

Dominik Zurek	

Supervisor Climatic Chamber
d.zurek@eu.modine.com 
Phone extension: -26 95

Claus Kurrle

Wind Tunnel Technician	
c.kurrle@eu.modine.com 
Phone extension: -22 63

Climatic Wind Tunnel

	Nozzle area Passenger Car/Truck	 4.7/12 m²

	 Max. Wind speed	 265/135 km/h

	 Length of test section 
	 Passenger car/Truck/Bus	

14.3/15.8/19.3 m

	 Fan power	 1300 kW

	 Temperature range	   
	 at V-max	 from +20 to 55°C 
	 at low wind speeds	 from +10 to 55°C

	Cooling power of the wind tunnel	 2000 kW

	 Relative air humidity	 from 10 to 90 %

	 Max. dyno speed	 280 km/h

	 Max. Power front axle	 300 kW from 83 km/h

	 Max. traction force front axle	 13 kN

	 Max. Power rear axle	 450 kW from 62 km/h

	 Max. traction force rear axle	 26 kN	

Climatic Chamber

	 Chamber size	 12 x 5 x 5 m

	 Temperature range	 from –30 to +55°C

	 Cooling power	 110 kW at –5°C 
		  30 kW at –30°C

	 Heating power	 50 kW

	 Relative air humidity	 from 10 to 90 %

	 Max. dew point	 +43°C

	 Sun simulation area	 6 x 2,5 m

	 Light intensity	 from 500 to 1100 W/m²

	 Fan blower	 Max. 120 km/h

	 Max. braking power	 260 kW

	 Max. dyno speed	 200 km/h

	 Max. force	 6 kN

	 Limited dyno axle load	 2.5 t

	


